
 KEEP PACE WITH YOUR 
GROWING NEED FOR PREMIUM 
QUALITY INGREDIENT WATER

EVERPURE®

WATER FILTRATION

ENDURANCE® SC HIGH FLOW SYSTEMS
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IN A GROWING FOODSERVICE OPERATION WITH AN EXPANDING BEVERAGE MENU, YOU NEED THE RIGHT WATER  
FILTRATION SYSTEM TO KEEP PACE.  AN UNDERPERFORMING SYSTEM CAN LEAD TO A HOST OF PROBLEMS THAT  
AFFECT PROFITABILITY AND PRODUCTIVITY: 

QUALITY WATER IS SMART BUSINESS
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High Flow CSR Triple – MC2

High Flow CSR Quad – MC2

High Flow CSR Plus – XC2

High Flow CSR Triple 7FC

High Flow CSR Quad 7FC

Endurance Twin High Flow

Endurance SC Twin High Flow

Endurance Triple High Flow

Endurance SC Triple High Flow

Endurance Quad High Flow

Endurance SC Quad High Flow

Our system 
capacities have 
increased as 
your water 
needs have 
grown.

Endurance 
Twin and Triple 
Systems are 
expandable to 
grow with you 
as your needs 
change.
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EVERPURE®  

• “Off” tasting and smelling water and ice 

• �Frequent replacement of filters that clog before reaching 
the end of their service life 

• �Mineral scale buildup and corrosion in water-using 
equipment

• Equipment failure and downtime 

• Higher equipment service and maintenance costs 

• Increased energy, water and sewer costs
Pentair’s new Everpure Endurance® SC High Flow System 
provides your operation with premium quality water –  
with a bonus self-cleaning feature that protects your  
water-using equipment even in extremely turbid and  
dirty water conditions. It also provides one year of scale 

inhibition to protect ice and brewing equipment. The Everpure 
Ultrafiltration (UF) Membrane Pretreatment Filter, which 
captures extremely fine particulates as small as 0.025-micron 
in size by mechanical means*, cleans itself at designated 
intervals. The system both backflushes with clean water and 
forward flushes to remove built-up particle contaminants. 
This extends the life of both the ultrafiltration membranes 
and the Everpure SEN Fibredyne™ Fine Carbon Filters.

The Everpure Endurance SC High Flow System provides very 
high capacity, premium quality ingredient water for beverage, 
scale protection for ice and brewing, and features self-
cleaning for substantial particulate removal and long filter 
life. This ensures top quality hot and cold beverages, more 
efficient equipment performance, and better total cost of 
ownership for beverage systems, brewers and ice machines.

The Everpure Endurance SC System  
is the ideal solution for growing  
foodservice operations with:

• �Expanding beverage menu 
• �Frequent cartridge changes due to  

premature carbon filter clogging

• �High particulate content in source water
• �Protection from disease-causing 

waterborne cysts*†



With a capacity of up to 200,000 gallons 
(757,082 litres) and a flow rate of up 
to 15 gpm (56.8 lpm), along with an 
ultrafiltration membrane that cleans 
itself, an Everpure® Endurance® SC 
System is the right water treatment 
solution for today… and tomorrow.
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Unique, hollow fiber-based, 
Everpure UF Membrane 
Pretreatment Filter  
micro-filters dirt and 
particulates as small  
as 0.025-micron in size  

by mechanical means*, offering  
superior dirt removal and extending  
the life of downstream Everpure  
SEN Fibredyne Fine Filters

Everpure UF Membrane Pretreatment 
Filter is self-cleaning, which means that 
clean, filtered water is flushed through 
the system at intervals to prevent dirt 
and particulates from accumulating and 
passing through to clog carbon filters or 
downstream water-using equipment

Many conventional filtration 
systems do not have separate 
pretreatment, which can lead 
to premature plugging of fine 
filters prior to their carbon 
being fully exhausted

Everpure Endurance SC Quad  
System provides 5x the capacity  
of the Everpure High Flow CSR 
Quad-MC2 System with nearly  
the same footprint￼

Pentair Everpure Endurance 
SC Quad High Flow System

High capacity allows for one (1) year 
(estimated) filter replacement for 
Everpure SEN Fibredyne™ Fine Filters  
and the Everpure 2SR-BW Feeder  
System, with a three (3)-year expected  
life for the Everpure UF Membrane  
Pretreatment Filter**

Two water outlets  
provide premium filtered 
water for both cold and  
hot applications

Everpure  
2SR-BW Feeder 
System provides 
one (1) year of 
outstanding 
mineral scale 
prevention

Everpure SEN Fibredyne  
Fine Filters feature innovative 
Fibredyne II media for superior 
contaminant (chemical  
and particulate) and 
bacteriostatic protection  
by mechanical means*

* �See individual system specification sheets for performance claims and FIFRA registration information. 
**Based upon typical particulate volumes found in tap water. 
†Cyst reduction by mechanical means.

Twin and triple system configurations 
offer extra heads for future use as water 
requirements increase

System offers cyst protection* †,   
via the Everpure SEN Fibredyne  
Fine Filters. Cysts such as  
Cryptosporidium and Giardia can  
cause waterborne diseases that can  
infect humans and animals

29'' 
(73.7 cm)

34.7'' 
(88.1 cm)

19.1'' 
(48.4 cm)



EVERPURE ENDURANCE SC HIGH FLOW SYSTEMS 
SPECIFICATIONS
• �Micron Rating: 

Ultrafiltration Membrane:  
0.025-micron*†

	� SEN Fibredyne Fine Filters:  
0.5-micron*†

• �Pressure Requirements:  
10-100 psi (0.7-6.9 bar),  
non-shock

• �Temperature: 35-100°F  
(2-38°C)

• �Dimensions:  
Tank: 19.1"H x 11.8"W x 11.8"D 
48.4 cm H x 30 cm W x 30 cm D

	� System: 34.7"H x 29"W x 18.8"D 
88.1 cm H x 73.7 cm W x 47.8 cm D

• �Connections: 3/4-inch (1.9 cm) 
1/2-inch (1.3 cm) Barb (2SR-BW Feeder 
System only)

Customer Service: cseverpure@pentair.com 
Technical Support: servicespecialist@pentair.com 
www.everpure.com 
www.everpuresizing.com 
www.pentair.com 

SYSTEM EVERPURE® ENDURANCE® SC 
TWIN HIGH FLOW SYSTEM

EVERPURE ENDURANCE SC 
TRIPLE HIGH FLOW SYSTEM

EVERPURE ENDURANCE SC 
QUAD HIGH FLOW SYSTEM

Part No. EV9437-40 EV9437-41 EV9437-42

Flow Rate 7.5 gpm
28.4 lpm

  11.25 gpm
42.6 lpm

15 gpm
56.8 lpm

Capacity 100,000 gallons
378,541 litres

150,000 gallons
567,812 litres

200,000 gallons
757,082 litres

Replacement UF Membrane EV9628-91 EV9628-91 EV9628-91

Cartridge* Replacement Kit EV9628-80 EV9628-81 EV9628-82

*�Includes the Everpure SEN Fibredyne™ Fine Filters and the Everpure 2SR-BW Feeder System.

Endurance SC Quad Cartridge Replacement 
Kit includes four (4) SEN Cartridges, and 
one (1) 2SR-BW Cartridge. Replacement 
UF Membrane sold separately.

*�See individual system specification sheets for  
performance claims and FIFRA registration information.

†Submicron filtration by mechanical means.
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